Luxa Horizontal \Iricl
Side Rails
Instruction Manual

Product Code: 7-460HR-LUXA

Please Carefully read instructions before using the Rail.




INTRODUCTION

This instruction manual contains information on the instructions for use on operating this accessory.

These instructions for use may contain inaccuracies or printing errors. The information provided here
will be updated periodically and changes due to product maintenance will be included in later
editions. Changes or improvements are possible at any time without prior nofice. If you have any
questions, please contact our customer service team.

The instructions for use must be read and used by every person who operates this accessory.

PURPOSE

The intfended purpose is to be used for individuals requiring support for mobilisation, repositioning
and tfransfer requirements. Users must be instructed on its correct use and familiarise themselves
with these instructions. Common users include nursing staff, physicians, therapists, family members,
technicians, and cleaning staff.

PRE OPERATION CHECK

WITH RAILS IN POSITION, CHECK THE FOLLOWING:

*  Make sure this product doesn’t interfere with moving bed parts.

*  When fitting safety sides to this bed please beware of the possible crushing points.

e The clamps can create crushing points on the rails.

SPECIFICATIONS

Rail Length - Upright (mm) 1450

Rail Height (mm) 410

TGA Number ARTG 217347

Manufacturer sl Active Medical, 104 Loughnan Street, Lake Cargelligo NSW 2672
IMPORTANT:

e Warning: The word Warning refers to a hazard to unsafe practice that may cause severe injury or
death to you or another person

e Accidentrisk Warning: Do not use or allow use where the intended user has;
1. Cognitive impairment
2. History of recurrent falls
3. Uses medication that would compromise falls
4. Limited mobility comprises safe use

* Note: Designed to be fitted to Alrick products. Failure to comply may result in warranty
being void.
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FITTING THE RAILS

To fit the rails, use the below steps.

CONTENTS LIST:
- 2 X Rails
- 8 x M12 metal washers

- 4 x Zinc plated bushes

- 4 x M12 nylon washers

- 4 x M12 lock nuts STEP 1 STEP 2
Locate the rail mounting Once you have located both
TOOLS REQUIRED: holes on the side panel of the holes, cut the fabric with the
. padded surround, both holes Stanley knife to expose
- Stanley knife are 120mm down from the top ~ both holes.
-2 x 19mm spanners side of the panel. The first hole is

located 65mm in from the head
end and the second hole is
1295mm further down.

)
STEP 3 STEP 4 STEP 5
Place nylon washer on the Push bolf through padded side  Put metal washer and nyloc
bolt welded to the rail, then and frame. nut onto bolt and fighten
slide spacer and metal washer with spanner.

ontfo bolf.

STEP 6 STEP 7 STEP 8 §
Follow steps 3 - 5 again, for Repeat for fitting the second rail  Test rails before putting to use. §
fitting the rail at the other end of to the other side of the S
the bed. bed surround. ©




MAINTENANCE

e Rails must be inspected regularly for any wear or movement that may cause injury, do not use
if unsure.

e If one or more of the bed functions is found not working correctly, nofify the manufacturer
for advice.

EVERY 6 MONTHS:
e Check all accessories including rails are still functioning properly.
ANNUALLY:

e Professional service of product to be carried out annually & documented in ‘Record of
Performed Service Procedures and Regular Service Maintenance in the back of this manual.

RECORD OF PERFORMED SERVICE PROCEDURES AND REGULAR SERVICE MAINTENANCE

Date Purpose and Description Performance

| confirm that technical staff have undertaken the repairs as described in the Record of Performed
Service Procedures and Repairs Maintenance, and the equipment is now functioning properly.
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Date Customer Signature




WARRANTY
CONDITIONS

Your Alrick Luxa Horizontal Rails is guaranteed for 1 years from the date of purchase. Professional
service of product to be carried out annually and documented in the ‘Record of Performed Service
Procedures and Regular Service Maintenance. This warranty applies only on the parts manufactured
or approved by Alrick.

EXCLUSIONS

This warranty does not extent those items that may need replacement due to normal wear and tear,
or to damaged caused by misuse or accident, for which Alrick or it's distributors cannot be
held responsible.

If your accessory should need attention due to failure as defined under the warranty above, please
contact the distributor from whom you purchased your bed.

Please fill in the below and retain for your own records.

Date Purchased
Model

Serial Number(s)
Distributor
Distributor Address

Distributor Contact Number

1800 282 001




RV 111225

Alrick.

1800 282 001
hello@alrick.au
www.alrick.au



